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FEATURES:

It's an Industrial drive wheel tyre, constructed for non-agricultural applications. The tyre is made with nylon
construction and special rubber tread compound to deliver best results on industrial use as well as off
road and construction services. Its tread design gives more traction and braking power as well as high
mileage on the road.

ADVANTAGES: BENEFITS:

Rim guard strip is built to protect wheel flange Good traction with puncture and wear resistance.
on rough service areas.
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Tractor Industrial Tyres - Tl 18

FEATURES:

Designed for maximum performance at a competitive price. Lug pattern is designed for seamless
movement. Large lugs designed for puncture and wear resistance.

ADVANTAGES: BENEFITS:

Rim guard strip is built to protect wheel flange Good traction with puncture and wear resistance.
on rough service areas.
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FEATURES:

Designed for maximum performance at a competitive price. Lug pattern is designed for seamless
movement. Large lugs designed for puncture and wear resistance.

ADVANTAGES: BENEFITS:

Rim guard strip is built to protect wheel flange Good traction with puncture and wear resistance.
on rough service areas.
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Tractd); ]ndustrial Tyres - BL 09

FEATURES:

Designed for maximum performance at a competitive price. Lug pattern is designed for seamless
movement. Large lugs designed for puncture and wear resistance.

ADVANTAGES: BENEFITS:

Rim guard strip is built to protect wheel flange Good traction with puncture and wear resistance.
on rough service areas.




TRACTOR

INDUSTRIAL TYRES

TECHNICAL DATA

TRACTOR INDUSTRIAL TYRE
Unloaded Inflated Recommended Load, kg (Ibs)
Dimensions + 2% Static . Speed, km/h (mph)
. . Rolling
Rim Width Loaded . .
" - sSwW oD . Circumference Industrial Use
Tyre Size (inch) Radius
TRA (mm) (mm) (mm) £2.5% Load Index /
Pattern | copE (i PR | Speed index | YP®
—_ > i H 1
@ {G, ®) OI Inf. Pr Constant Load Cyclic Application
mm mm mm mm 20 30 40 20 30 40
REC | ALT kPa/ p.s.i
in in in in 12 19 25 12 19 25
297 904 403 2649 1480 | 1415 | 1360 | 1675 | 1455 | 1360
10.5/80-18| TI27 R4 w9 - 10 119 A8 TL | 370/54
1.7 35.6 15.9 104.3 3265 | 3120 | 3000 | 3695 | 3210 | 3000
334 1005 449 2945 2015 | 1925 | 1850 | 2275 | 1980 | 1850
12.5/80-18| TI27 R4 w9 - 12 129 A8 TL | 370/54
13.1 39.6 17.7 115.9 4445 | 4245 | 4080 | 5015 | 4365 | 4080
137A8 / 2505 | 2390 | 2300 | 2830 | 2460 | 2300
398 1280 569 3717 8 210/30
W11 138A6 5525 | 5270 | 5070 | 6240 | 5425 | 5070
14.9-24 TI09 R4 w13 TL
w12 145A8 / 3160 | 3000 | 2900 | 3565 | 3105 | 2900
15.7 50.4 22.4 146.3 12 290/ 42
146A6 6970 | 6615 | 6395 | 7860 | 6845 | 6395
462 1339 590 4090 3160 | 3015 | 2900 | 3565 | 3105 | 2900
16.9-24 TI8 R4 W15L | W14L 10 145A8 TL | 220/32
18.2 52.7 23.2 161.0 6970 | 6650 | 6400 | 7860 | 6845 | 6400
495 1298 567 3726 148A8 / 3445 | 3250 | 3150 | 3875 | 3370 | 3150
TI09 R4 W15L | W14L 12 TL | 270/39
R 19.5 51.1 22.3 146.7 149A6 7595 | 7165 | 6945 | 8545 | 7430 | 6945
’ 470 1266 568 3667 3050 | 2910 | 2800 | 3445 | 2995 | 2800
T8 R4 W15L | W14L 10 144A8 TL | 220/32
18.5 49.8 22.4 144.4 6725 | 6415 | 6150 | 7595 | 6605 | 6150
510 1322 578 3811 151A8 / 3760 | 3550 | 3450 | 4245 | 3690 | 3450
TI09 R4 wieL | - 12 TL | 230/33
P, 20.1 52.0 228 150.1 152A6 8290 | 7830 | 7605 | 9360 | 8135 | 7605
; 491 1321 592 3826 3760 | 3590 | 3450 | 4245 | 3690 | 3450
T8 R4 wieL | - 12 151A8 TL | 230/33
19.3 52.0 23.3 150.6 8290 | 7915 | 7600 | 9360 | 8135 | 7600
565 1405 613 4047 155A8 / 4225 | 4000 | 3875 | 4765 | 4145 | 3875
TIO9 R4 wisL | - 12 TL | 220/32
Siloa 222 55.3 24.1 159.3 156A6 9315 | 8820 | 8545 | 10505 | 9140 | 8545
555 1367 614 3962 4225 | 4030 | 3875 | 4765 | 4145 | 3875
TIH8 R4 wisL | - 12 155A8 TL | 220/32
21.9 53.8 24.2 156.0 9315 | 8885 | 8550 | 10505 | 9140 | 8550
490 1430 626 4127 156A8 / 4360 | 4125 | 4000 | 4920 | 4280 | 4000
18.4-26 TI09 R4 W16L | W15L 12 TL | 250/36
19.3 56.3 24.6 162.5 157A6 9615 | 9095 | 8820 | 10850 | 9435 | 8820
152A8 / 3870 | 3690 | 3550 | 4365 | 3800 | 3550
460 1425 637 4160 12 TL | 260/38
153A6 8535 | 8135 | 7830 | 9625 | 8380 | 7830
TI09 R4 W15L | W14L
155A8 / 4205 | 4030 | 3875 | 4765 | 4145 | 3875
16.9-28 18.1 56.1 25.1 163.8 14 TL | 300/44
156A6 9270 | 8885 | 8545 | 10505 | 9140 | 8545
457 1427 640 4136 3350 | 3200 | 3075 | 3780 | 3290 | 3075
TI8 R4 W15L | W14L 10 147A8 TL | 220/32
18.0 56.2 25.2 162.8 7385 | 7055 | 8550 | 8335 | 7255 | 8550
E-MARKING AVAILABLE FOR ALL THE SIZES IN THIS SEGMENT
BACK HOE LOADER TYRE
Unloaded Inflated Rolling Recommended Load,
Dimensions + 2% Static Circumference kg (Ibs)
. Rim Width Loaded (mm)
Tyre Size (inch) SwW ob Radius +2.5% Load Index 40 km/h
Pattern — — (mm) PR | Type Speed
~ ~ (D) ( )I L - Max Load Inf. Pr
symbol
mm mm mm mm kg
REC kPa/ p.s.i
in in in in Ibs
450 1420 646 4193 3550
16.9-28 BL09 W15 12 TT 152A8 260/ 38
17.7 55.9 25.4 165.1 7830






